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Art.nr

42150381400001

42150381400000

42150381400002

42150381400003

42150381401000

42150381401001

42150381401002

42150381401003

Benamning

TP 0.7

TP 0.7

TP 0.7

TP 0.7

TP 1.4

TP 1.4

TP 1.4

TP 1.4

Max last (WLL)
ton

0,5
0,7

0,7

1,4
1,4
1,7

1,7

Thread
mm

M 16

M 16

M 20

M 24

Lyftogla TP

Produktinformation

Lyftoglan kan belastas i alla riktningar. Den &r ledad for att undvika brytning i lyftéglan vilket ocksé& gor det méjligt att vika undan églan nar
den inte anvands. Lyftoglan &r dessutom lekande (kullagerlekare) vilket gér att den alltid stéller in sig i lastriktningen.

Material: Ogla och lekare av seghardningsstal klass 10.

Markning: CE-markning, Max last.

Ytbehandling: Skyddslackerad.

Anmaérkning: Ytan som lyftoglan skall fastas till ska vara jamn och tala belastningen den kommer att utséattas for.

Sékerhetsfaktor: 4:1

Atdragningsmoment Pitch DIN 13 b bi d e g SW t t1l o  Vikt Delivery time
Nm mm mm mm mm mm mm mm mm kg
10-40 1,5 365 32 M10 18 48 34 41 55 13 042 10
15-40 1,75 365 32 M12 18 48 34 41 55 13 043 5
15-40 1,75 365 32 M12 25 48 34 41 55 13 043 10
30-40 2 365 32 M14 20 48 34 41 55 13 043 5
45-130 2 365 32 M16 20 48 34 41 55 13 043 5
45-130 2 365 32 M16 30 48 34 41 55 13 044 10
75-130 25 365 32 M20 30 48 34 41 55 13 0,46 10
90-130 3 365 32 M24 30 48 34 41 55 13 0,49 10
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Teknisk information
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Lyftvinkel

Bendamn

TP 0,7

TP 1,4

TP 2,5

TP 4

TP 6,7

TP 8

TP 10

TP 12,5

TP 17

M 10

M 12

M 14

M 16

M 20
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Ritning & matt
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